- OTHERS

2 SPACES

CMT

CRAWFORD, MURFPHY & TLLY, INC.
CONSULTING ENGNEERS

O Onright CUT, o

EXISTING EMBANKMENT

L~ NEW TOPSOIL SHOULDER FILL (905)

195.18'

SECTION A-A

BASELINE REFERENCE
WORK BY

rl PAVING LANE @ 19.68" = 19.68'

OTHERS

NEW THICKENED EDGE
EXPANSION JOINT

10" P.C.C.
8" AGGREGATE BASE —

1 PAVING LANE @ 25.5° =

TYPE B

EXISTING EMBANKMENT
{TRIMMING REQUIRED
PAID BY UNCLASSIFIED
EXCAVATION)

NEW 18" P.C.C. CONCRETE (501)

NEW B” CRUSHED AGGREGATE

WORK BY

BASE COURSE (209) ———

SECTION B-B

195.18"

6 PAVING LANES @ 25' = 150 NEW THICKENED EDGE
e F EXPANSION JOINT (TYPE B)
le12.5" (TYPICAL, ] [~— 6"
( ) TYPE D ~ r— EXISTING 18" P.C.C.
VARIES 0.28%~0.85% — EXISTING 8” CRUSHED AGGREGATE
BASE COURSE (209)
ﬁ Y
NEW 6" FULL DEPTH P.C.C. REMOVAL

—— THICKENED EDGE SHALL EXTEND TO NEAREST JOINT
AND SHALL BE MINIMUM OF 10°

NEW STABILIZATION FABRIC WORK BY

2" BITUMINOUS SURFACE COURSE (401)
6" BITUMINOUS BASE COURSE (201)

L NEW 8" CRUSHED AGGREGATE BASE COURSE
L NEW STABILIZATION FABRIC

25' 25 SPACES @ 15° = 375° . ® 16.01° 113.16" 221.81"
2| skE
El NoTE 2 r— NEW BITUMINOUS TRANSITION APRON 25"
b VARIABLE DEPTH (201/401)
= NEW DOWEL BAR TYPE F
g SEE 18" CONCRETE APRON EDGE DETAIL VARIES 0%-0.60% NEW THICKENED EDGE VARIES 0%-0.40% VARIES
= 3
10' @ B PR—
% 5% | —]
NEW 2"
o ; SAWCUT SHALL
BE INCIDENTAL
| 7O CONCRETE
PAVEMENT
| REMOVAL
\ / - 4
- ——
Sl ™~ [ —_— L NEW VARIABLE DEPTH
: L— NEW 18" P.C.C. CONCRETE (501) , - CONCRETE PAVEMENT
: . v 10° TRANSTTION N BASE COURSE——| | e REMOVAL (0"-2")
NEW 8" CRUSHED AGGREGATE BASE COURSE (209) EXCESS SHALL BE CONSIDERECE SCIYPICAL) Lo :
INCIDENTAL TO BASE COURSE (209)(TYPICAL, — EXISTING 18" P.C.C. TO REMAIN
SEE NOTE 1 NEW STABILIZATION FABRIC | NEW BITUMINOUS PAVEMENT

NOTES

mRY

1. THICKENED EDGE SHALL EXTEND TO THE
NEAREST JOINT AND SHALL BE A MINIMUM
OF 10"

>

2. NEW SEED AND SOIL GUARD MULCH.

100’

OTHERS

10" P.C.C.
8" AGGREGATE BASE —

10" P.C.C.
8" AGGREGATE BASE-

10" (TYPICAL) AGGREGATE BASE COURSE
TRANSITION (INCIDENTAL TO CRUSHED

AGGREGATE BASE)

VARIES 0.8B5%~1.0%

NEW 2" BITUMINOUS
SURFACE COURSE (401)

— NEW LEVEL COURSE
- BITUMINOUS (201)

(MAXIMUM 3" LIFTS)

[~ NEW 0.5' P.C.C.
CONCRETE REMOQVAL

MATCH AT NEAREST
JOINT IN P.C.C

|7
%

—EXISTING 18" P.C.C.
CONCRETE PAVEMENT

NEW VARIABLE DEPTH
P.C.C. PAVEMENT REMOVAL

[ e,

18" P.C.C.

8" AGGR. BASE

L

NEW 2" BITUMINOUS SURFACE COURSE (401)—
NEW 6" BITUMINOUS BASE COURSE (201)

NEW 8" CRUSHED AGGREGATE BASE COURSE (209)'—1
NEW STABILIZATION FABRIC

SECTION C-C

\Jf o
EXISTING THICKENED EDGE

EXISITNG 18" P.C.C.
EXISTING B" CRUSHED

4 —1 [ 25" MIN,
[ ~ / “@/‘A\mf‘im EMBANKMENT
N o
L _ ~ . [0 oo e CONCRETE APRON
\\~\\\\ EDGE DETAIL

AGGREGATE BASE COURSE

SECTION D-D

Noerthwest
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Revisions

Date | Deacription

JOB Neo:

TYPICAL
SECTIONS

4 (TYPD
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